DAFTAR PUSTAKA

Anderson, M.J., (2016), RSM simplified, “Optimizing Processes Using Response
SurfaceMethods For Design Of Experiments”. Edisi 2.CRC press.

Hairiyah, N., Nuryati, N., & Meldayanoor, M. (2016). Karakteristik Mekanik
Mikrokomposit Dari Tongkol Jagung Dan Limbah Plastik Polipropilene. Jurnal
Teknologi Agro-Industri, 4(1), 1. https://doi.org/10.34128/jtai.v4i1.43

Muyjiarto Imam (2005), “Sifat Dan Karakteristik Material Plastik Dan Bahan
Aditif”.Staf Pengajar AMNI Semarang. Vol. 3 No. 2

UNEP (United Nations Environmental Program) (2009), “Converting Waste Plastics
into a Resource Compendium of Technologies”. Division of Technology,
Industry and Economics International Environmental Technology Centre
Osaka/Shiga, Japan.

Maswanda Syafta Mahfudi (2018), “Analisa Kekuatan Bending dan Kekerasan
Plastik Daur Ulang Jenis HDPE (High Density Polyethylene), PET (Polyethylene
Terephtalate), PP (Polyprophylene)”. Program Studi Teknik Mesin Universitas

Muhammadiyah Ponorogo.

Margono, B., Widodo, L., Studi, P., Mesin, T., Tinggi, S., Warga, T., Studi, P.,
Tekstil, K., Tinggi, S., & Warga, T. (2020). Analisis Sifat Mekanik Material
Komposit Plastik HDPE.6(September), 55-61.

Perencanaan, B., Daerah, P., Ponorogo, K., Inkubator, P., Dan, B., Masyarakat, L., &

Brawijaya, U. (2014). Masterplan Persampahan Kabupaten Ponorogo.

Kumar, S., Panda, A. K., & Singh, R. K. (2011). A review on tertiary recycling of
high-density polyethylene to fuel. Resources, Conservation and Recycling,
55(11), 893-910. https://doi.org/10.1016/j.resconrec.2011.05.005.

37



Surono, Untoro Budi (2005). “Berbagai Motode Konversi Sampah Plastik Menjadi
Bahan Bakar”. Progam Studi Teknik Mesin Universitas Janabadra Yogyakarta.

Sahwan, F. L., Djoko, H. M., Sri, W., Lies, A. W.(2005). Sistem Pengelolaan Limbah
Plastik di Indonesia, J. Tek. Ling. P3TL-BPPT.6.(1) : 311-318.

Han & goHan, E. S., & goleman, daniel; boyatzis, Richard; Mckee, A. (2009).
TUGAS AKHIR Program Studi Teknik Mesin. Mekanika Jurnal Teknik Mesin,
7-45.leman, daniel; boyatzis, Richard; Mckee, 2009.

Surdia, T., dan Saito, S., 1985, Pengetahuan Bahan Teknik, Cetakan Ke3, PT. Padnya
Paramita, Jakarta.

Daryus, A. 2008. Diktat Kuliah Proses Produksi, http://ft.unsada.ac.id. diakses 28
April 2016 (Pukul 20.36 WIB).

Caglar, A., Aydinli, B. 2009. Journal of Analytical and Applied pyrolysis, Isothernal
Co-Pyrolysis of Hazelnut Shell and Ultra High Molecular Weight Polyethylene :
The Effect of Temperature and Composition on the Amount of Pyrolysis
Products 86 : 304-309

Aftoni Heri Septian Pamungkas, Budi Harjono, Indah Widiastuti (2019) “Aalisa
Kualitas Repair Welding Cast Wheel Alumunium Menggunakan Metode
Pengelasan Oksi-Asetilin Dengan Perlakuan Preheating dan Weld Idest
Treatmen”. Program Studi Teknik MesinUndiksha.

Budihartono Sigit, (2012), “Pengaruh Pressurleses Sintering Komposit Al-kaolin
Terhadap Densitas Kekerasan dan Struktur”, Program Studi Teknik Mesin
Sekolah Tinggi Teknologi Nasional Yogyakarta.

Gea, Hepi Arman (2015), “PREPARASI NANOPARTIKEL FE304 (MAGNETIT)
DARI PASIR BESI SEBAGAI BAHAN PENGESITERMOPLASTIK HDPE
(HIGH DENSITY POLIETHYLENE), undergraduate thesis, UNIMED.

38



